
 

GOODYEAR CRX PRO 5W-30  

GOODYEAR CRX PRO 5W-30 is a fuel saving and fully-synthetic motor oil containing Ester and 

PAO. Its special boron nitride formulation enables high performance under heavy-duty operating 

conditions. The advanced motor oil helps to keep the engine clean from dirt, sludge, and deposits. 

Its low viscosity fluidity allows for an enhanced cold start, faster response, and helps gain 

additional power from the engine. It also helps to provide thermal and oxidation stability, reduces 

combustion deposits, and enables the engine to give a higher power output. 

SPECIFICATIONS 
•​API SP (Approved) 
•​API SN PLUS (Approved) 
•​ACEA C3 
•​VW 504 00/507 00 

•​BMW Longlife 04 
•​MB 229.52 
•​Porsche C30 

PACKAGING 
1L can (12 x 1L carton ) 

TYPICAL CHARACTERISTICS 
Test ltems Test Method Result 

Density @ 15°C, Kg/L DIN EN ISO 12185 0.8504 

Viscosity @ 40°C, cSt DIN 51659-2 74.84 

Viscosity @ 100°C, cSt DIN 51659-2 12.31 

Viscosity Index DIN ISO 2909 163 

We reserve the right to alter the general characteristics of our products in order to let our 

customers benefit of the latest technical evolutions. 
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